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Mac OS Tutorial for Arduino IDE Installation

I .Arduino IDE

As an open source software, Arduino IDE is developed based on Processing IDE, which
is the integrated development environment officially launched by Arduino.

With Arduino IDE, you just write the program code in the IDE and then upload it to the
Arduino board. The program tells the Arduino what the board needs to do.

II .Download the Arduino IDE for Mac OS

1.Download Arduino IDE

(MODownload the Arduino IDE's website address:

https://www.arduino.cc/en/Main/Software, open the url according to the following chart to
select the corresponding version in the future.

DOWNLOAD OPTIONS
Arduino IDE 2.2.1 Windows Win 10 and newer, 64 bits

Windows Msiinstaller
Windows ZIP file
The new major release of the Arduino IDE is faster and even

more powerful! In addition to a more modern editor and a
more responsive interface it features autocompletion, code
navigation, and even a live dEbUgger- macOS Intel, 10.14: "Mojave” or newer, 64 bits

Linux Applmage 64 bits (X86-64)
Linux ZIP file 64 bits (X86-64)

) . macOS Apple Silicon, 11:“Big Sur” or newer, 64 bits
For more details, please refer to the Arduino IDE 2.0 g E=

documentation. Release Notes

Nightly builds with the latest bugfixes are available through
the section below.

SOURCE CODE

The Arduino IDE 2.0 is open source and its source code is
hosted on GitHub.

@Select JUST DOWNLOAD.

Download Arduino IDE & support it's progress Stay in the Loop: Join Qur Newsletter!

2 As a beginner or advanced user, you can find Inspiring projects and learn about cutting-edge
Since the release 1.x release in March 2015, the Arduino IDE has been downloaded " Aing pemcis gt SRy Sealatiar] bl

77,917,375 times — imprassive! Help its development with a donation.

$3 $5 $10 $25 $50 Other

confirm to have read the Privacy Policy and to accept the Terms of

to receive amalls about special deals and commercial offers from

CONTRIBUTE AND DOWNLOAD

or

UST DOWNLOAD
=

— 2 TP
4 = aied !

o

Learn mare sbout donating to Arduino,
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(®When the following screen appears, the Arduino IDE is downloading.

Thank you for downloading!

You're always welcome to sign up in the future, Keep up with exclusive updates, tutorials,
events and join our community to empower creators worldwide anytime.

GO TO HOME PAGE

2.Install the Arduino IDE

(DWhen the download is complete click the download icon in your browser and find the
Arduino IDE installer. ]
A i »O 0 + 8 |

[l Start Page 2 @ ¢ Start Page

Received Links
%+ Shared with You
1 oo P
*® O + 88 E

) |
Downloads Clear

1i| 187.2 MB

arduino-ide_2.2.1_macOS_64bit.dmg o J

@Click on the install package to appear the installation screen, just select the Arduino
IDE icon, move to the Applications to install the program.

[ LN & Arduino IDE 2.2.1

Arduino IDE Applications

= - - e— —

3.The Arduino IDE installation is complete
(DIn launchpad, locate the Arduino IDE and open it.
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Arduino IDE

20Open the program to see the following program interface.

@ sketch_novéa | Arduino IDE 2.2.1

Selee o _

sketch_novBa.ino

4 void setup() {

}

void loop() {
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III.How to install CH340 serial driver on MAC

Connect the main control board to your computer with a USB cable, and the driver will be
installed automatically on MacOS and Windows systems. If the driver installation fails, you
need to install the driver manually.

1.Download drivers

(DDownload the driver from the website and unpack it into your local installation directory.

You can find the "CH340 Driver file-mac "folder in the resources package we provided, this is
the Driver File we want to install.

& CH34xVCPDriver.dmg
& CH34xVCPDriver.pkg



../2.Install CH340 driver/CH340 Driver/CH340 Driver File-MAC
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2.Prepare to install the driver

(DThe instructions for installing the pkg format driver by default can be found in the
document titled "Installing the pkg Format Driver."

@)If Rosetta is not supported in OS X 11.0 or later, see "4. Install the dmg driver."

(3Before installation, go to "System Preferences" -> "Security and Privacy" -> "General"
page. Under the section titled "Allow apps downloaded from," choose the option for "Mac App
Store and identified developers" to ensure proper functionality of the driver.

General FileVault  Firewall  Privacy

A login password has been set for this user  Change Password...
v Require password 5 minutes ¢ after sleep or screen saver begins

Show a message when the screen is locked

Use your Apple Watch to unlock apps and your Mac

Allow apps downloaded from:

App Store
e App Store and identified developers

System software from application "CH34xVCPDriver” was blocked Allow
from loading.

)

Advanced... ?

Click the lock to prevent further changes.

i

3.Install the pkg format driver

(DInstall pkg format driver, click driver file -> Continue -> Install.

*® |nstall CH34xVCPDriver

Welcome to the CH34xVCPDriver Installer

2 Welcome to CH34x VCP device driver installation program. When
Introduction installing, you can refer to the document “CH34X USB-to-SERIAL
DRIVER INSTALLATION INSTRUCTIONS".

This driver supports:
CH340/CH341/CH343/CH9101/CH9102/CH9143
CH342/CH344/CH347/CH9103/CH9104

Driver Version: V1.8
Technical Support: tech@wch.cn

Continue
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# |nstall CH34xVCPDriver
Standard Install on "Macintosh HD*

BTt This will take 2.5 MB of space on your computer.

Destination Select Click Install to perform a standard installation of this software

Installation Type on the disk "Macintosh HD".

Customise Go Back Install

@Then install successfully.

Introduction omputer.

— Installer
Destination Select lation of this software

5 Installer is trying to Install new sottware.
Installation Type A

Entor your password 10 allow this.
lisngu

Install Software

Cancel

Customise Go Baek Install

#® |nstall CH34xVCPDriver

The installation was completed successfully.

Introduction
Destination Select
Installation Type
Installation

Summary

installation was successful.

The software was installed.
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®Install the pkg format driver on OS X 11.0 and later: open "LaunchPad" ->
"CH34xVCPDriver" -> Install.
CH34xVCPDriver Application

Please click the button below to install the driver, move the
application to the trash to uninstall the driver.

@When using OS X 10.9 through OS X 10.15, click Restart to restart your computer, and
perform the following steps after restarting.
@ CH34xVCPDriver File Edit Format
L8 S _
About This Mac :

System Preferences...
App Store... 6 updates
Recent Iltems >
Force Quit CH34xVCPDriver 8D
| ‘
|
. Sleep
Shut Down...
Lock Screen ~¥EQ
Log Out moyun... 0¥Q

4.Install the dmg format driver

(DInstall the dmg driver, click the dmg file and drag "CH34xVCPDriver" into the
application folder of the operating system.
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‘o0 @ CH34xXVCPDriver

CH34xVCPDriver

B
A

Applications

@Then open "Launthad" -> "CH34xVCPDriver" -> Install.

CH34xVCPDriver

CH34xVCPDriver Application

Please click the button below to install the driver, move the
application to the trash to uninstall the driver.

Install

| 4
(@ Then install successfully.
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Install Tips

success

OK

5.Check whether the CH340 serial port driver is installed

When the control board is inserted into the USB port, open the system report ->
Hardware -> USB. On the right is the USB device.

If the USB device is working correctly, you can find a device with a "Vendor ID" of
[Ox1a86].

[« B
® ® MacBook Pro
~ Hardware i
ATA USB Device Tree ~
Apple P;
Pl &l USB 3.1Bus
Bluetooth USRS RS
Gamora USB3.1 Hub
Card Reader AMEB2HD
gf’""""‘t‘:’ Version: 002
lagnostics Speed: Up to 12 Mb/s
Disc Burning Manufacturer: YICHIP
Ethernet Location 1D: 0x00130000 / 5
Fibre Channel Current Available (mA): 500
FireWire Current Rquired (mA): 100
Graphics/Displays Extra Operating Current (mA): 0
Memory . "
NVMExpress i 2.4G Wireless Receiver:
Pl | Product ID: 0xfa70
Parallel SCSI Vendor ID: 0x25a7
Power Version: 3.00
Printers Speed: Up to 12 Mb/s
SAS Manufacturer: Compx
SATA Location ID: 0x00120000 / 6
spI Current Available (mA): 500
Current Required (mA): 100
Storage Extra Operating Current (mA): 0
Thunderbolt/USB4
use USB Serial:
~ Network
Firewall Product ID: 0x7523
sae e S
ml\ir];\“:s Speed: Up to 12 Mbs
hibies Location ID: 0x00110000 /3
Wi-Fi Current Available (mA): 500
w Software Current Required (mA): 100
Accessibility Extra Operating Current (mA): 0
Applications
Developer
Disabled Software
Extensions B xuff)MacBook Pro » Hardware » USB > USB 3.1 Bus )
8
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