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Driver Installation Method

Serial port is also a kind of computer communication interface, usually used for the
computer and other equipment (such as modem, sensor, printer, microcontroller, etc.)
for data transmission, USB serial port is our most commonly used communication

interface.

Generally, after the initial installation of Arduino IDE software, you need to install the

serial port drive to transfer the edited program to the controller board.

Connect the controller board to the computer with a USB cable, and the drivers are
automatically installed on the MacOS and Windows systems. If the driver installation

fails, you need to install the driver manually.

This tutorial provides two ways to install drivers on the Windows and MacOS

systems.

I .Install the CH340 serial port driver in Windows

The driver installation can be downloaded online, or you can find the folder named
"USB_Drive_CH341_3 1" in the resource package we provide, select the
corresponding installation package according to the type of your computer system,

and then install it according to the following steps.

1.Check if the CH340 serial port drive is installed (skip if installed)

(DInsert one end of the USB cable into the ESP32 controller board and the other end

into the USB interface on the computer.

@The first time you connect the ESP32 controller board to your computer, right-click

"My Computer" -> "Properties" -> Click "Device Manager," under "Other Devices, you

see" USB-Serial "or" Unknown Device."
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2.Install the CH340 serial port drive

(DRight-click the device and select the top menu option (Update Driver Software) as

shown in the figure below.
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Launches the Update Driver Wizard for the selected device.

@It is then prompted to "automatically search for updated driver software" or "browse
my PC to find driver software", as shown below, on this page, select "Browse My PC

to Find Driver Software".
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8 Mic Windows will search your computer and the Internet for the latest driver software
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(3Then, add the path to the driver file.
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Search for drivers in this location:

M Include subfolders

@After the software installation is complete, you will receive a confirmation message

and then click "Close".
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3.Confirm that the CH340 serial port drive was installed
successfully

Insert one end of the USB cable into the ESP32 controller board and the other end
into the USB interface on the computer. Right-click "My Computer" -> "Properties" ->

Click Device Manager, and after connecting to the upper controller board, the

installation is successful.
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II .Install the CH340 serial port driver in MacOS

Open the “CH340 Driver File-MAC” folder to see the driver installation file we provide.
In general, pkg format drivers are installed by default, and if OS X 11.0 or later does

not support Rosetta, install dmg format drivers.

& CH34xVCPDriver.dmg
& CH34xVCPDriver.pkg

Before installation, go to the "System Preferences" -> "Security and Privacy" ->
"General page under the title " select-> "Mac App Store and the identified developer"

so the driver will work.
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General FileVault  Firewall  Privacy

A login password has been set for this user  Change Password...

v Require password 5 minutes ¢ after sleep or screen saver begins

Show a message when the screen is locked
Use your Apple Watch to unlock apps and your Mac

Allow apps downloaded from:

App Store
e App Store and identified developers

System software from application "CH34xVCPDriver” was blocked Allow

from loading.

Click the lock to prevent further changes. Advanced...

-,

1.Install the drivers in the pkg format

(D Click on the driver file-> Continue-> Install.

*® |nstall CH34xVCPDriver

Welcome to the CH34xVCPDriver Installer

Welcome to CH34x VCP device driver installation program. When
installing, you can refer to the document “CH34X USB-to-SERIAL

DRIVER INSTALLATION INSTRUCTIONS".

Introduction

This driver supports:
CH340/CH341/CH343/CH9101/CH9102/CH9143

CH342/CH344/CH347/CH9103/CH9104

Driver Version: V1.8
Technical Support: tech@wch.cn

Continue
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® |nstall CH34xVCPDriver

Standard Install on “Macintosh HD*

This will take 2.5 MB of space on your computer.

Introduction
Click Install to perform a standard installation of this software

Destination Select
on the disk “Macintosh HD".

Installation Type

Customise Go Back Install

2 installed successfully.

omputer.

Introduction
Installer
Destination Select lation of this software
Installer is trying to Install new software.

Installation Type
Enter your password [0 allow this.

lisngu
I
Install Software

Cancel

Customise Go Back Instell

® |nstall CH34xVCPDriver

The installation was completed successfully.

ntroduction
Destination Select
Installation Type
Installation

Summary

The installation was successful.

The software was installed
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®Install the pkg format driver on OS X 11.0 and later: open "LaunchPad" ->
"CH34xVCPDriver" -> Install.

CH34xVCPDriver Application

Please click the button below to install the driver, move the
application to the trash to uninstall the driver.

Install

@ When using OS X 10.9 to OS X 10.15, click "Restart" to restart the computer, and
perform the following steps after the reboot.

@ CH34xVCPDriver File Edit Format

=
About This Mac
System Preferences...
App Store... 6 updates

] Recent Items >
Force Quit CH34xVCPDriver XOED
Sleep
Shut Down...
Lock Screen ~¥Q

L Log Out moyun... 0¥Q

2.Install the dmg format driver (Attention: If step 1 has been

successfully installed, skip this step.)
(DInstall the dmg driver, click the dmg file and drag "CH34xVCPDriver" to the

application folder of the operating system.
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i | XN | CH34xVCPDriver

CH34xVCPDriver

Applications

@Then open "LaunchPad" -> "CH34xVCPDriver" -> installation.

CH34xVCPDriver

CH34xVCPDriver Application

Please click the button below to install the driver, move the
application to the trash to uninstall the driver.

Install
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@ installed successfully.

-
f"l ,

=

Install Tips

success

OK

3.Check whether the CH340 serial port drive is fully installed
When you insert the dashboard into the USB port, open the System Report->

Hardware-> USB. USB device. If the USB device works properly, a device with
"Vendor ID" [0x1a86] can be found.

r
o0 e

~ Hardware
ATA
Apple Pay
Audio
Bluetooth
Camera
Card Reader
Controller
Diagnostics
Disc Burning
Ethernet
Fibre Channel
FireWire
Graphics/Displays
Memory
NVMExpress
PCI
Parallel SCSI
Power
Printers
SAS
SATA
SPI
Storage
Thunderbolt/USB4
usB

v Network
Firewall
Locations
Volumes
WWAN
Wi-Fi

v Software
Accessibility
Applications
Developer
Disabled Software
Extensions

1
MacBook Pro
USB Device Tree A
USB 3.1 Bus
v USB 3.1 Bus
USB3.1 Hub

~ USB2.1 Hub
Version: 002
Speed: Up to 12 Mb/s
Manufacturer: YICHIP
Location ID: 0x00130000/ 5
Current Available (mA): 500
Current Required (mA): 100
Extra Operating Current (mA): 0

2.4G Wireless Receiver:
Product ID: Oxfa70
Vendor ID: 0x25a7
Version: 3.00
Speed: Up to 12 Mb/s
Manufacturer: Compx
Location ID: 0x00120000/ 6
Current Available (mA): 500
Current Required (mA): 100
Extra Operating Current (mA): 0
USB Serial:
Product ID: 0x7523
1 Ven_E,Er 1D: DxTaEB |
Version: 81.32
Speed: Up to 12 Mb/s
Location ID: 0x00110000 [ 3
Current Available (mA): 500
Current Required (mA): 100
Extra Operating Current (mA): 0
B xufiMacBook Pro > Hardware > USB » USB 3.1 Bus

10
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